Materials quantities per each structure Materials quantities per total structures on each property Total
Boulder Clusters

Milne Milne/Small Asher/Small | Scoville | Whitehall Total
Item quantity per unit 13 6 15 6 3 43
Boulders per unit 3 ea 39 18 45 18 9 129
Excavation (as needed) 0.25 cy 1.6 0.8 1.9 0.8 0.4 5.4
Margin LWD

Milne Small Asher Scoville | Whitehall Total

low bank | high bank' | low bank high bank low bank low bank | low bank

Item quantity per unit 3 5 2 4 4 2 2 22
All - toe of bank/instream elements
18"dbh, 25' total, RW 2 ea 6 10 4 8 8 4 4 44
15-18"dbh, 20', no-RW 1 ea 3 5 2 4 4 2 2 22
3.5' boulders 2 ea 6 10 4 8 8 4 4 a4
Low Bank LWM - bank elements
excavation 6.8 cy 20.4 13.6 27.2 13.6 13.6 88
backfill 5.2 cy 15.5 10.3 20.7 10.3 10.3 67
disposal 1.6 cy 49 3.2 6.5 3.2 3.2 21
High Bank LWM - bank elements
3' boulders 3 ea 15 12 27
excavation 2 cy 10 8 18
backfill 0.5 cy 2.5 2 5
disposal 2.0 cy 10 8 18
Bank Wood Treatment

Milne Small Asher Scoville | Whitehall
Item quantity per unit 0 0 1 0
Slash (a) 92 cy 92
15"dbh, 30', RW 15 ea 15
12-15"dbh, 20', no-RW 14 ea 14
3.5' boulders 30 ea 30
excavation 18.0 cy 18
Notes:
a) Slash/live brush/topsoil-gravel layer: 18" th x 330ft L x 5ft high - installed ea=-each

cy = cubic yard
sf = square feet
RW = Rootwad




